REPUBLIC OF THE PHILIPPINES

DEPARTMENT OF BUDGET AND MANAGEMENT
REGION VI

DMS Ref. No.: 2026-ROVI-0077409-1
27 May 2026

REQUEST FOR QUOTATION
No. 2026-05-015

The Department of Budget and Management Regional Office VI, through its
Bids and Awards Committee, intends to procure “Supply, Delivery,
Installation, Testing, and Commissioning of 125kVA Diesel Generator Set”
in accordance with Sections 26 (h) and 34 (Small Value Procurement) of
Republic Act (RA) No. 12009!, and Section 34 of its Implementing Rules and
Regulations (IRR).

Supply, Delivery, Installation, Testing, and
Commissioning of 125kVA Diesel Generator Set
Approved Budget for the Contract (PhP)
Line Item No. Product Name Budget
125kVA Diesel
1 Generator Set 2,000,000.00

Area of Delivery 251-A General Hughes St., Iloilo City

Name of Project

Manual submission of closed/sealed quotation using the Price Quotation Form
(Annex “A") shall not later than 4:00 p.m. of 08 June 2026, at Division C, 1st
Floor, DBM RO VI Old Building, 251-A General Hughes St., Iloilo City. Due to the non-
availability of an online bidding facility, online or electronic submission and
receipt of quotation is not allowed.

The following documents shall be submitted together with the quotation:

1. Valid and current Mayor’s Permit/Business Permit;

2. PhilGEPS Registration Number (Preferably indicated on the space provided
in the attached Annex “A");

3. Income/Business Tax Return; and

4. Notarized Omnibus Sworn Statement?, with attached notarized Special
Power of Attorney, Secretary’s Certificate, or Board/Partnership
Resolution, as applicable, based on the latest standard form. The editable
file of the said form can be downloaded through this link:

https://www.gppb.gov.ph/ngpa-standard-forms/

! New Government Procurement Act
2 Standard forms per GPPB Resolution No. 03-2025 (Approving the Standard Forms for Procurement in Accordance with Republic
Act No. 12009 and its Implementing Rules and Regulations).
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Any interlineations, erasures or overwriting in the closed/sealed quotation shall be
valid only if they are signed or initialed by the bidder or his/her duly authorized
representative/s.

For any further concern, kindly contact Mr. John Arnold C. Toribio, BAC Secretariat,
at jtoribio@dbm.gov.ph or (033) 335-0354.

Truly yours,

ATTY. MARIEL DAVE M. GALLEGO
BAC _Chairperson

C. Toribio
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PRICE QUOTATION FORM

Date

Department of Budget and Management
Regional Office VI
251-A General Hughes St., Iloilo City

Sir/Madam:

Annex “A”

After having carefully read and accepted the terms and conditions in the Request for
Quotation, hereunder is our quotation/s for the item/s as follows:

Testing, and Commissioning of
125kVA Diesel Generator Set

Specifications:

Brand New Diesel Generator Set rated
minimum of 125kVA/100kW at
Standby Power, voltage at minimum
of 220Vac, 3phase, Frequency 60Hz,
Speed at 1800rpm, Power Factor 0.8
and Fuel Consumption maximum 27
Liters/Hour (100% load); 21
Liters/Hour (75% load). Sub-base
built-in fuel tank with a maximum
capacity for an 8-hour continuous
operation at maximum load.

Generator Engine:

6 Cylinder, Water-cooled, 4-stroke;
In-line; Turbocharge diesel engine;
compact structure with power stability
and World-Class product support
complying with international quality
standards (ISO 9001 or ISO 14001 or
OHSAS 18001). Industrial-type
electric starting system with heavy-
duty lead acid type battery. Automatic
engine shutdown protection equipped
with LED indicators for oil pressure or
high engine temperature.

Line Description Unit | Qty | Unit Cost | Total Cost
Item
1 | Supply, Delivery, Installation, lot 1
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Annex “A”

Alternator:

Coupled with a brushless synchronous
alternator AC, single bearing, Class H
insulation, IP21, with super short
circuit withstand ability with 12
winding leads applicable for voltage
setup reconfiguration.

Radiator:

Heavy-duty radiator and cooling
system complete with protection
guard designed to cool the engine.

Control System

Both automatic and manual operation
controls, include an Auto Start & Auto
Mains Failure Control Module, Brand
New ATS-ready (3-phase, 230 V, 300
amps.), user-friendly, monitoring
speed, frequency, voltage, current, oil
pressure, coolant temperature and
fuel level, with an LCD screen
displaying warnings, shutdown and
engine status information.

Soundproof enclosure (Silent

type):

Includes a high-quality, sturdy,
enclosure/canopy that will help
prolong the lifespan of the generator,
with a fire-resistant insulation foam
intact in its interior for a safer, worry-
free operation. thick, powder-coated
heavy-duty canopy designed also for
easier maintenance with built-in oil
and fuel drain, built-in thick fuel tank
with 8 running hours capacity.

Weight & Dimension in
soundproof enclosure:

With at least 1450 kgs; approximately
2800-3350mm x 1040-1250mm x
1500-2000mm (L x W x H)

Noise level of 70 dbA at a distance of
1 meter under free field conditions
and adhere to the guidelines of the

Page 2 of 5



Annex “A”

Department of Environment and
Natural Resources (DENR) Operating
Capacity of Air Pollution Source
Equipment (APSE).

Standard Accessories

"D OO0 oo

g.
h. Filter Wrench

Operation & Maintenance Manual

. Engine & Alternator Certificate

Parts Catalogue

. Controller Manual

Door & Controller Keys

External Exhaust Silencer & Elbow
set

Breaker handle

Items/ Accessories/ Services
included:

d.

e.

a. Trickle Battery Charger
b.
C.

Complete wirings and accessories
Automatic Transfer Switch (Dual,
can be used manually, Brand new
ATS-ready 3-phase, 230V, 300
amps) including installation
- Mounting of ATS/MTS to the
desired location
- Termination of power cable
and tappong of sensing wire

ATS & Generator Set Controller

- Sizing/layout/tapping of
battery trickle charger control
wire

- Supply miniature breaker for
ATS controller and trickle
charge protection disconnect

- Programming of ATS controller
parameter according to
customer setting value

- Simulation auto operation ATS
and Generator Set

- Supply of addtional MTS &
THW wire for re-wiring of the
exisiting single-phase system

- Supply of control wires

- Supply of terminal lugs

1 Set Manual Transfer Switch

(MTS), 100 amps.
1 Set Panelboard Bolt-on 2 Poles,
100 amps. Main, 12 branches
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Annex “A”

f. 60 meters Stranded Wire
50mm

g. 10 pieces PVC Conduit Pipe 32mm
x 10 ft

h. Installation of concrete mounting
pad and antivibration rubber pad
with gravel bed perimeter.

i. Assembly & Fabrication of external
exhaust silencer with elbow set,
electrical, start-up & commissioning

j. One (1) Year Base Warranty or
1000 running hours from Date of
Acceptance against materials
defects and faulty workmanship for
standy application whichever comes
first.

k. After-sales support-consultation on
installation, labor testing, and
commissioning shall be free of
charge. Parts, load testers, filters,
and training of personnel for
operations, maintenance, and
troubleshooting shall also be free of
charge. Service personnel must be
available on call 24 hours a day, 7
days a week.

Additional Conditions:

- Floor Plan for the Location of the
Generator Set: 4450mm (L) x
3000mm (W), 2030mm (H)

- Bidder must be authorized by the
“Engine Manufacturer” in selling of
the equipment, spare parts, and
after-sales support
(troubleshooting, repair &
maintenance). Must present a
certificate from “"ENGINE
MANUFACTURER”.

- Genset should be factory
assembled including its enclosure,
complete with Certificate of Origin.

- Brand of the Generator set
proposed to be delivered must
already be existing in the market
for at least 10 years from the date
of the opening of bids.
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Annex “A”

- Bidder must have a complete
office, warehouse, and service
shop in Western Visayas (and/or
Negros Occidental).

- For installation component, PCAB
License specific to electrical &
mechanical works. (Each bidder
should be PCAB accredited if
entering into a joint venture
agreement)

- A one (1) hour Load Bank Testing
at Full Load of Rated Capacity, by
a Resistive Coil Load Bank Machine
is conducted for the testing of a
unit including consumables such
as diesel fuel, lubricants, coolants,
and additives.

Delivery period:

The delivery, installation, testing, and
commissioning of the Diesel Generator
Set shall be not later than 90
calendar days upon receipt of the
Notice to Proceed (NTP).

Submission of this quotation constitutes the bidder's formal acceptance of,
and agreement to comply with, all technical specifications and terms and
conditions specified in this document.

(Amount in Words)

The above-quoted prices are inclusive of all costs and applicable taxes.

Truly yours,

Name and Signature of Representative

Name of Company and Tel. No.

PhilGEPS Registration No:
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